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CON-TRACE

Description
BARTEC CON-TRACE connection sets for electrical heat-tracing cables answer the need for a reliable
yet time and cost saving connection system for use in industrial and hazardous areas.

In a unique way it combines terminal box, mounting bracket and insulation entry kit. The various types
allow the connection of 1, 2 or 3 heating tapes to the power line. However, the connection sets can also
be used to interconnect two or more trace cables. BARTEC CON-TRACE connection sets not only accept
self-limiting heating tapes, but also constant wattage or series resistance cables.

Features
■ Also available for hazardous areas.

■ Replaces conventional combinations of
terminal box, mounting bracket and
insulation entry kit.

■ Provides excellent protection of the
heating  tape.

■ Wide choice of different types to satisfy even
the most demanding application.

■ Also available with built-in thermostat
Ex-proof or industrial or end-of-line lamp.

■ Extremely easy to install.

■ Time saving reduces costs.

Complete order no. Industrial 27-CT78-
Please enter code number. Explosionproof 27-CT03-
Special combinations upon request.

Selection chart

Construction Code no.

1 x Power – 1 x Tracer 01
(option: thermostat)

1 x Power – 2 x Tracer 02

1 x Power – 3 x Tracer 03

2 x Tracer (splice-box) 04

3 x Tracer (T-box) 05

End-of-line lamp 06
(option: lamp module)

1 x Signal – 1 x PT-100 07

1 x Power – 1 x Tracer 11
(Series cable/option: see 01)

Options Code no.

0 to +100 °C 16 A Industrial C1

0 to +100 °C 16 A Industrial C2

-20 to +50 °C 5A Explosionproof C3

0 to +50 °C 5A Explosionproof C4

0 to +120 °C 5A Explosionproof C5

+50 to +300 °C 5A Explosionproof C6

-20 to +50 °C 16A Explosionproof C7

0 to +200 °C 16A Explosionproof C8

+50 to +300 °C 16A Explosionproof C9

Lamp module  Red LR

Lamp module  Green LG

No Options 00

BARTEC NEDERLAND b.v. Postbus 4173  
2980 GD RIDDERKERK

Boelewerf 25  
2987 VD RIDDERKERK

T (0180) 41 05 88
F (0180) 41 41 34

info@bartec.nl
www.bartec.nl

CON-TRACE

Explosion protection

Ex protection type      II 2G Ex e II T6 (depends on type)

Technical data
Enclosures glass-fibre reinforced polyester black, IP 65

standard: dimensions 122 x 122 x 90 mm
16 A Ex thermostat: dimensions 160 x 160 x 90 mm
PT 100, end-of-line lamp: dimensions 80 x 75 x 55 mm

Tracer entries stainless steel 316

Cable entries Polyamid gland M20/M25

Terminals 2,5 mm² (specials on request)

Protection class IP65




